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NH-U12P
CPU Cooler
CPU Kühler
Ventilateur CPU
Disipadore CPU

Product
Noctua NH-U12P
Packaging Type   Pcs./Colli
Retail    12
Warranty 
6 years 

Scope of Delivery
■ NF-P12 premium fan
■ Mounting-clips for 2 fans
■ Ultra-Low-Noise-Adaptor (U.L.N.A.)
■ NT-H1 thermal compound
■ SecuFirm™ mounting kits 
     for LGA & AM2(+)

Intel Socket LGA 775, AMD AM2 & 
AM2+, Intel Xeon on request 
770 g
Copper (base and heat-pipes), alu-
minium (cooling fins), soldered joints
120x120x25mm
120x120x38mm 
(2 fans can be installed)

Socket compatibility

Weight (with fan)
Material  

Fan compatibility

Noctua NF-P12
SSO-Bearing
Nine Blade Design
1300 RPM
900 RPM
92,3 m³/h
63,4 m³/h
19,8 dB(A)
12,6 dB(A)
1,43 mm H2O
1,21 mm H2O
1,08W
12V
> 150.000 h

Model
Bearing
Blade geometry
Rotational Speed (+/- 10%)
Rotational Speed with U.L.N.A. (+/- 10%)
Airflow
Airflow with U.L.N.A.
Acoustical Noise
Acoustical Noise with U.L.N.A.
Static Pressure
Static Pressure with U.L.N.A.
Input Power
Voltage Range
MTBF

The NH-U12P continues the legacy of Noctua’s classic NH-U cool-
ers, which won over 150 awards and recommendations from leading 
international websites and magazines. While retaining the successful 
design and the well-proven SecuFirm™ mounting system, the newest 
revision has been reworked for enhanced main board compatibility 
and now comes with Noctua’s NT-H1 pro-grade thermal compound. 
Fitted with the new NF-P12 premium fan, the NH-U12P brings its 
predecessors’ much-acclaimed quiet cooling performance to a whole 
new level!

Fan specifications


