B noctua

NT-H1 3.5g SW edition | Usage Instructions

Application recommendations

Designed in Austria, Noctud's premium
cooling  components are  infemationally
renowned for their superb quietness,
exceptional  performance  and

thoroughgoing quality.

Having received more than 6000
awards and recommendations from
leading  hardware  websites and
magazines, Noctua’s fans  and
heatsinks are chosen by more than a
hundred thousand - satisfied - customers

around the globe.

Should you encounter any difficulties,
please check the FAQs on our

website  (www.noctua.at/fags) and

don't hesitate to confact our support

team af support@noctua.at
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If there are any residues of thermal paste from previous installations on the CPU or heatsink, please dean them off first.
Apply a small amount of paste onto the CPU and use the supplied spatula to spread it o a thin layer. Make sure that the
entire heat-spreader of the CPU is covered with a thin layer of paste.

Caution: Applying too much thermal paste can lead to higher CPU temperatures.

Removal and cleaning

Use included NA-CW1 wipes or paper towel moistened with isopropyl alcohol to clean. If slight residues remain after cleaning
with NA-CW1 wipes, you can use a paper towel or tissue fo polish. However, such residues are of visual concern only and will
not impair performance. If you need further NA-CW1 wipes, please purchase the NA-SCW1 set (20 pieces).

Do not ingest. Seek medical advice immediately if ingested.

Keep away from children and pets. Avoid skin or eye contact.




